MECOBONDQ Dr. BetzGmbH, Saamer StraBe 433, 45478 Milheim a. d. Ruhi/ Germany

Tel.: +49(0)208 589433

MECOBOND® standards are standardised cylinder steel bodies

with an integreated heat-conducting element (copper-inlet) from
which mold cores can be manufactured economically in the

characteristic MECOBOND"design.

225 mm

Fax: +49(0)208 589434 email: info@mecobond.de

+-0.5

L 10,0 mm
Soft annealed state: | AN B O R RO R O R Y
Steel (1.2343/ x38CiMoV51) < 32 HRC) = E AN __;_1-_2_343;- NN AR R Y
£ bes Y RN NN NNy RN
Heat conductivities: B3 IR R -
Steel (1.2343/x38CMoV51) 25 W/m.K ! O
MECOBOND® copper atleast 350 W/m.K ' f -
MECOBOND®copper-niet
Type diameter copper-inlet length copper-inlet price order
D L ex works number of pieces

MC3 3.0 mm 30 mm MC3 ..o

MC3,5 3,6 mm 36mm | Euro 325.- /piece (soft*) MC3.5..........

MC4 4,0 mm 40 mm | Euro 350.- /piece (hardened) MC4

MCé 6,0 mm 60 mm _ MC&: i

MC8 8.0 mm 80 mm | ‘extra MECO.BOND hardening MC8 oo

Euro 150,-/piece

MC10 10,0 mm 100 mm MCI10 .ooveeinnins

MC12 12,0 mm 120mm | 01.01.2012 MCT 2 s

MC14 14,0 mm 140 mm MC14 ............

MC16 16,0 mm 160 mm MC16 ....ccoeuns
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